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APPLICATIONS

® Emergency Shutdown (ESD)

© Burner Management Systems (BMS)

® Fire and Gas Systems (F&G)

® High Integrity Pressure Protection
systems (HIPPS)

® Turbomachinery Controls (TMC)

® Critical Control

OPERATING PRINCIPALS

® Fault Tolerant

® Fajl Safe-De-energise to trip
® Energise to trip

COMMUNICATIONS

® Peer to Peer

e OPC DA and A&E (embedded server)

© Modbus TCP/IP Master and Slave

® Modbus Serial Master and Slave

® Triconex System Access Application
(TSAA)

® Achilles Level 1 Certified

ION

® |EC 61508

® DINV 1925

® DIN VVDE 0801

e EN 54

® NFPA 72

* DINVVDEO0116

® NFPA 8501

® NFPA 8502

® EMC Directive 89/336/EEC

® ATEX 94/9/EC

® Canadian Standards Association (CSA)
® Factory Mutual Research (FM)
® G3 Corrosion level

OPERATING CONDITIONS

® Operating Temperature:

® 32° to 140°F (0 to 60°C) ambient
® Storage Temperature:

® -40°to 167°F (-40°C to 75°C)

® Relative Humidity:

® 5% to 95% non-condensing

recording, or by any
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Model Description

3501E/T 115Vac/Vdc Digital Input

3502E 48Vac/Vdc Digital Input

3503E 24Vac/Vdc Digital Input

3504E 24/48Vdc Digital Input

3505E 24Vdc Digital Input

3564 24Vdc Digital Input (simplex)

3511 Pulse Input

3515 Pulse Totalizer

3601E/T 115Vac Digital Output

3603B/E/T  120Vdc Digital Output

3604E 24Vdc Digital Output

3607E 48Vdc Digital Output

3611E 115Vac Digital Output

3617E 48Vdc Supervised Digital Output
3623E/T 120Vdc Digital Output

3624 24Vdc Supervised Digital Output
3625 24Vdc Digital Output

3664 24Vdc Digital Output (Dual)

3674 24Vdc Digital Output (Dual)
3636R/T Relay Output

3700A 0-5Vdc Analogue Input

3701 0-10Vdc Analogue Input

3703E 0-5, 0-10Vdc Analogue Input

3704E 0-5, 0-10Vdc (high density) Analogue Input
3706A Thermocouple Analogue Input
3708E Thermocouple Analogue Input

3720 0-5Vdc Analogue Input

3721 0to 5 or -5 to +5Vdc Analogue Input
3805E/H 4-20mA Analogue Output

3806E 4-20mA and 20-320mA Analogue Output
3807 -60 to +60mA Bipolar Analogue Output
2770H Analog Input Interface Module
2870H Analog Output Interface Module

For detailed product sp , please refer to the

Tricon Safety Instrumented System Technical Product Guide.
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